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INDICATION OF
PROPORTION

AIR SEA STAINLESS STEEL DRUMS 6 - 12 - 25 LITRES
TIGHT HEAD
STAINLESS

STEEL DRUMS

CODES:
600  603  604
6L  12L  25L

CERTIFICATED
PACKAGINGS

FOR GROUPS:       I   II III
PRODUCTS

External Dimensions:
SEE CHART BELOW

NOTES:
Stainless Steel Drums have
a very long service life and
are ideal for transporting
specialised products in
the Food, Chemical and
Pharmaceutical industries.

The standard metal thickness
is 304 Stainless Steel.
If required, they can be
supplied to 315 or 316
specification.

The stainless steel 2" TriSure
closure is E.P.D.M.,
alternative seals of Nitrile,
Viton or Polypropylene may
be specified.

It is the Shipper’s
responsibility to ensure that
packagings are suitable for
their intended purpose and
conform to the relevant
Transport Regulations.

Further details on Request.
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SUITABLE FOR THE TRANSPORT OF SPECIALISED PRODUCTS
IN THE FOOD, CHEMICAL AND PHARMACEUTICAL INDUSTRIES.

EACH Drum has a
Saddle Handle, S/S
2" TriSure™ Bung
and E.P.D.M. Seal.

BODY & ENDS are
in 304 Stainless Steel,
crevice-free internal
construction.

END SEAMS are
Double Seam Welded.

SIDE SEAMS is
Spot Welded.

12 Litre Stainless Steel Drum
(CODE 603)

25 Litre Stainless Steel Drum
(CODE 604)

6 Litre Stainless Steel Drum
(CODE 600)

U.N. Mark
Actual position may vary

GROUPDIAM.HEIGHTU.N. MARKINGCAPACITYORDER

6 LITRESCODE 600 1A1/X1.8/270/** I280mm*138mm*

12 LITRESCODE 603 I286mm*243mm*1A1/X2.3/270/** 

25 LITRESCODE 604 1A1/X1.8/270/** I280mm*460mm*

CODE 563 210 LITRES 1A1/X/270/** 882mm* 590mm* I
NOT SHOWN

** Denotes year of manufacture
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